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6.8 MTG HOLES
4 PLACES

166

2
153 150mm’ (CIRCUIT BREAKER LUGS)
530 .60 410 MAXIMUM INCOMING CABLES FOR
TERMINATION TO MAIN SWITCH
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TOP & BOTTOM | @
\., S E———— ENCLOSURE NHP CONCEPT ONE PANELBOARD
BODY 1.0mm MILD STEEL
1.0mm MILD STEEL
PLAN VIEW DOOR HANDLE: ZINC SWING HANDLE + PLASTIC BASE, CL001 KEY
N clw "A4" SIZE LEGEND CARD & HOLDER BEHIND DOOR
Ll ESCUTCHEON HINGED 1.0mm MILD STEEL
5 ELECTROSTATIC POWDERCOATED TO AS2700
DOOR: LIGHT GREY RAL7035 (TEXTURE)
PANELBOARD CONFIGURATIONS BILL OF MATERIALS = W | DOOk o ey o o)
PART NUMBER RATED MAIN SWITCH MAIN SWITCH NO MAIN SWITCH MAIN SWITCH | CONNECTION TERMINAL =0 ESCUTCHEON: BRIGHT WHITE (GLOSS)
CURRENT (I _,) TYPE PRE-FITTED PANELBOARD KIT COVER @) — EARTHING SYSTEM EARTHING: TN-S
nA = o ASINZS 61439.3:2016 RATED DIVERSITY FACTOR (RDF)
COE24M160LG 160A ISOLATOR YES * CEL3160MK O (LB DEGREE OF PROTECTION = P40 RDF ISOLATOR = 0.6 (160A); 0.4 (250A)
) FORM OF SEPARATION = FORM 2B RDF MCCB =0.6
COE24M250LG 250A YES * CEL3250MK |0—: CZ) RATED CURRENT (I, ,) = SEE TABLE INDOOR, STATIONARY ASSEMBLY
COE24MCCB160LG 160A NO COE24LG A250F3160TM CELNCCK3D |T2CF25L3SSHP RATED VOLTAGE (U ) =415V AC 3@ + N+ E FOR USE BY ORDINARY PERSONS
MCCB no A 0
COE24MCCB200LG 200A NO COE24LG A250F3200TM | CELNCCK3D |T2CF25L3SSHP % RATINGS igig :;iﬂt@gggﬁgﬁ (U)i) -4i%°v EMC ENVIRONMENT =B
imp) = ENCLOSED ASSEMBLY
Note: if the main switch is not prefitted the assembly will comprise a no main switch panelboard + switch/connection kit (supplied loose) &) RATED FREQUENCY (fn)=50HrZ"p WALL-MOUNTED SURFACE TYPE ASSEMBLY
For assembly details refer to installation manual CELNCCK3D-IN-001-EN RATED PEAK WITHSTAND CURRENT (1) = 17KA  IMPACT PROTECTION = K07
* ftt d H th bl PROSPECTIVE SHORT CIRCUIT (ICp) = 10kA EIXED PART CONSTRUCTION
pre-ntted in € assembly MAXIMUM OUTGOING CIRCUIT = 63A BASIC PROTECTION BY ENCLOSURE
NEUTRAL BAR RATING = 250A FUNCTIONAL UNIT CONNECTIONS = FFF
POLLUTION DEGREE =2 TYPE B DBO
METRIC ‘ PART No-. TITLE ELECTRICAL ENGINEERING PRODUCTS PTY LTD DRAWING No. Rev: 00
IRD ANGLE @g COE24Mx C/ONE PBOARD DIN 24W with MSW 3M-648mm L/GREY NHP N eommars e ot 1300 s MD-R010038 SCALE:
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