XC100018U

NHP Terasaki TemBreak 2 TemWay XC Chassis 1000A 18 Way
250A

E] @ TERASAKI

Component type Distributor assembly busbars
Range XCP

Model N/A

Alternative XCP100018U

NHP’s Moulded Case Circuit Breaker chassis system offers
an efficient and reliable solution for mounting MCCBs in
groups as part of a larger power distribution system. TemWay
XCP chassis busbar systems are available in a double-sided
configuration and are suitable for most TemBreak PRO 250A
and 400A MCCBs. The XCP chassis includes fully insulated
1000A main busbars and top and bottom feed options.

ELECTRICAL Number of poles 18



https://www.nhpnz.co.nz/product/XC100018U

XC100018U

NHP Terasaki TemBreak 2 TemWay XC Chassis 1000A 18 Way
250A
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DIMENSIONAL DIAGRAM

459 General and Ordering Information
Dual feed (universal type) standard
200
o o + Busbar- 1000 A (50.0 x 9.5 mm) type tested to 50 kA 1 sec. and
65 kA 0.5 sec.
70 70

Maximum chassis combinations available, 2 x 400 tee offs with 6 x
250 tee offs, 1 x 400 tee off with 7 x 250 tee offs.

Maximum of 2 x 400 tee offs

S250PE MCCBs are not suitable for XC Chassis. Refer PXB or HC

. * # Chassis for S250PE

125 A Frame MCCB tee offs available on request for XC chassis

© S 9 Q
o | IR
O
“3|c4|o|
e~ ;
%8 ,EE Z: T c=,
o] |2 elTlo 3| L]
PFoOo|qN 0 g F O Nl | 04
ol |?| | _llemsll | |?|]e]
[ ]| |
:%8 n‘: %Lg :‘n agz
o] (I |[e1®]| [ ||
-0 | N d £ T D IEE
o . Qe . )
LO ‘ |®| |®| Iel ll@l ‘ OJ

&
&
&

S$250GJ S250GJ

144

109



https://www.nhpnz.co.nz/product/XC100018U

